Heatsink

## KHS-A32 Heatsink

Weight: 70g
Thermal Resistance: $2.8^{\circ} \mathrm{C} / \mathrm{W}$
Suitable for KSIM, KSJM


## KHS-A50 Heatsink

Weight: 115g
Thermal Resistance: $2.1^{\circ} \mathrm{C} / \mathrm{W}$
Suitable for KSI, KSJ, KWR, KSIA, KYR,
KSIM, KSJM

## KHS-B70 Heatsink

Weight: 235 g
Thermal Resistance: $1.9^{\circ} \mathrm{C} / \mathrm{W}$
Suitable for KSI, KSID, KSJ, KWR, KMB,
KMC, KSIA, KYR, KSN

KHS-B70-D Heatsink with DIN Rail
Weight: 290g
Thermal Resistance: $1.9^{\circ} \mathrm{C} / \mathrm{W}$
Suitable for KSI, KSID, KSJ, KWR, KMB, KMC, KSIA, KYR, KSN


KHS-C49 Heatsink
Weight: 255g
Thermal Resistance: $1.7^{\circ} \mathrm{C} / \mathrm{W}$
Suitable for KSI, KSID, KSJ, KWR, KMB,
KMC, KSIA, KYR, KSN


KHS-C110 Heatsink
Weight: 560 g
Thermal Resistance: $0.9^{\circ} \mathrm{C} / \mathrm{W}$
Suitable for KSI, KSID, KSJ, KWR, KYR, KSIA, KSQC, KMS, KMT, KMTY, KSQF, KYRT, KMTYM, KRB, KSN



KHS-C110-F Heatsink with Fan
Weight: 830g
Thermal Resistance: $0.4^{\circ} \mathrm{C} / \mathrm{W}$
Suitable for KSQC, KSI, KSN, KSQF


KHS-D50 Heatsink
Weight: 375 g
Thermal Resistance: $1.6^{\circ} \mathrm{C} / \mathrm{W}$
Suitable for KSI, KSID, KSJ, KWR,
KSIA, KYR, KSN

## KHS-D50-F Heatsink with Fan

Weight: 645 g
Thermal Resistance: $0.6^{\circ} \mathrm{C} / \mathrm{W}$
Suitable for KSI, KSID, KSJ, KWR, KSIA, KYR, KSN

$\qquad$


KHS-D110 Heatsink
Weight: 825 g
Thermal Resistance: $0.8^{\circ} \mathrm{C} / \mathrm{W}$
Suitable for KSI, KSID, KSJ, KWR, KYR,
KSIA, KSQC, KYRT, KSQF, KSN


KHS-E76 Heatsink
Weight: 300 g
Thermal Resistance: $1.4^{\circ} \mathrm{C} / \mathrm{W}$
Suitable for KSI, KSID, KSJ, KWR, KSIA, KYR, KSN


## KHS-G150 Heatsink

Weight: 2320 g
Thermal Resistance: $0.4^{\circ} \mathrm{C} / \mathrm{W}$
Suitable for KSI, KSID, KSJ, KWR, KYR, KSIA, KSQC, KSQF, KYRT, KSN


