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Mechanical heat detectors from Fenwal Controls

A trusted heat detector for activation of overheat alarms and fire suppression systems for over 75 years. Globally-approved fire & overheat detection
Expert advice on all uses for thermal detectors 	Durable & long-lasting stainless steel
	Corrosion protection for offshore marine
	ATEX and IP66-approved enclosures available



Go To Product Datasheets and Resources







We stock a full range of Detect-a-Fire heat detectors for industrial or offshore marine applications with pre-set activation temperatures between 60°C and 385°C.







'Detect-a-Fire' heat detectors






[image: Hawco Fenwal Detect-a-Fire Industrial Heat Detector Single Thread]
[image: Hawco Fenwal Detect-a-Fire Industrial Heat Detector Single Thread]

Industrial Grade : Single Thread
Vertical heat detector models starting 27121-0 for industrial applications. Activation between 60°C and 316°C

VIEW RANGE
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Industrial Grade : Double Thread
Vertical heat detector models starting 28021-5 for industrial applications. Activation between 135°C and 316°C

VIEW RANGE
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Marine Grade : Single Thread
Vertical heat detector models starting 27121-20 suitable for marine applications. Activation between 60°C and 385°C

VIEW RANGE








View all Fenwal heat detectors





Assemblies for Fenwal Heat Detectors
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Heat Detector with Plastic Assemblies 
Fenwal heat detector with plastic assembly, designed for horizontal mounting
VIEW RANGE
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Heat Detector with Housed Assemblies 
Fenwal heat detector with ATEX-approved, explosion-proof or weatherproof protective housing
VIEW OPTIONS








Tools & resources
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Product Brochures

Download Fenwal Detection and Release Devices Guide



[image: Fenwal Detect-a-Fire Guide]
[image: Fenwal Detect-a-Fire Guide]

How Fenwal detectors work

Download an explanation of how it works
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Installation and Testing

Installation Instructions

Detect-a-Fire Test Procedures






Advantages of Fenwal Heat Detectors






Precise activation
Using a rate compensation method, Fenwal heat detectors detect a rise in air temperature during both fast-rate and slow-rate fires, offering advantages over fixed-temperature or rate-of-rise devices. 



Multiple applications
Suitable for oil and gas facilities, food production facilites, service stations, commercial and public premises and fast food outlets.



Housed assemblies
Fenwal heat detectors can be customised to meet more demanding or hazardous conditions by providing ATEX-approved, explosion proof or weatherproof IP66-rated enclosures. 



Options for optimal mounting
Heat detectors can be provided with a double thread or extended wire length to achieve the optimal mounting position and a Flurocarbon protective coating can be applied for use in corrosive environments (like spray booths).






Trusted Design
Repeatable and testable operation with a self-restoring action for long-term reliance.
	Factory-set fixed activation temperature settings between 60°C and 385°C.
	Robust construction from durable stainless steel and no replaceable parts.
	Hermetically sealed and tamperproof design.
	Shock and vibration resistant
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Accurate Operation
Precisely detects rise in air temperature during both first rate and slow-rate fires	Rate compensation method used to ensure activation at the pre-determined set point.
	Rapid response time during fast-rate fire.
	No false alarms from any brief and harmless rises in ambient temperature.








Here to support you






Discuss your application
Share with us the specific requirements of your application and we will offer the most appropriate heat detector. Call +44 (0)1483 869070 or email sales@hawco.co.uk




Got a technical question?
We've worked with Fenwal Controls for over 20 years. Whatever you need to know, we can help



Advice on certification
We can provide support with compliance with safety standards including the provision of certificates of certification
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Mechanical heat detectors from Fenwal Controls

For over 75 years, Detect-A-Fire heat detectors have provided a crucical first step in the activiation of overheat alarms or the initiation of many fire suppression systems. 

Globally-approved and internationally certified, each heat detector uses a rate-compensation method to precisely detect a rise in air temperature during both fast-rate and slow-rate fires. 
	Durable & long-lasting stainless steel
	Corrosion protection available for offshore marine
	ATEX and IP66-approved enclosures available



For expert advice on all uses for thermal detectors, call 01483 869 070 or email sales@hawco.co.uk






Go To Product Datasheets and Resources









We stock a full range of Detect-a-Fire heat detectors for industrial or offshore marine applications with pre-set activation temperatures between 60°C and 385°C.


OPEN OUR SUMMARY OVERVIEW






'Detect-a-Fire' heat detectors
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Industrial Grade : Single Thread
Vertical heat detector models starting 27121-0 for industrial applications. Activation between 60°C and 316°C

VIEW RANGE
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Industrial Grade : Double Thread
Vertical heat detector models starting 28021-5 for industrial applications. Activation between 135°C and 316°C

VIEW RANGE
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Marine Grade : Single Thread
Vertical heat detector models starting 27121-20 suitable for marine applications. Activation between 60°C and 385°C

VIEW RANGE








View all Fenwal heat detectors





Assemblies for Fenwal Heat Detectors
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Heat Detector with Plastic Assemblies 
Fenwal heat detector with plastic assembly, designed for horizontal mounting
VIEW RANGE
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Heat Detector with Housed Assemblies 
Fenwal heat detector with ATEX-approved, explosion-proof or weatherproof protective housing
VIEW OPTIONS














Tools & resources
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Product Brochures

Download Fenwal Detection and Release Devices Guide
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How Fenwal detectors work

Download an explanation of how it works
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Installation and Testing

Installation Instructions

Detect-a-Fire Test Procedures






Advantages of Fenwal Heat Detectors






Precise activation
Using a rate compensation method, Fenwal heat detectors detect a rise in air temperature during both fast-rate and slow-rate fires, offering advantages over fixed-temperature or rate-of-rise devices. 



Multiple applications
Suitable for oil and gas facilities, food production facilites, service stations, commercial and public premises and fast food outlets.



Housed assemblies
Fenwal heat detectors can be customised to meet more demanding or hazardous conditions by providing ATEX-approved, explosion proof or weatherproof IP66-rated enclosures. 



Options for optimal mounting
Heat detectors can be provided with a double thread or extended wire length to achieve the optimal mounting position and a Flurocarbon protective coating can be applied for use in corrosive environments (like spray booths).






Trusted Design
Repeatable and testable operation with a self-restoring action for long-term reliance.
	Factory-set fixed activation temperature settings between 60°C and 385°C.
	Robust construction from durable stainless steel and no replaceable parts.
	Hermetically sealed and tamperproof design.
	Shock and vibration resistant
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Accurate Operation
Precisely detects rise in air temperature during both first rate and slow-rate fires	Rate compensation method used to ensure activation at the pre-determined set point.
	Rapid response time during fast-rate fire.
	No false alarms from any brief and harmless rises in ambient temperature.








Here to support you






Discuss your application
Share with us the specific requirements of your application and we will offer the most appropriate heat detector. Call +44 (0)1483 869070 or email sales@hawco.co.uk




Got a technical question?
We've worked with Fenwal Controls for over 20 years. Whatever you need to know, we can help



Advice on certification
We can provide support with compliance with safety standards including the provision of certificates of certification







So how can we help you?

Want to discuss a project? Got a technical issue? Need a quote or more information about one of our products?

Get in touch





Sectors

Hawco Air
 Hawco Industrial
Hawco Refrigeration
All Standard Stock Items






Need Assistance?

Export
Returns
 FAQs 
Contact Us 
Customer Feedback






Company

About Us 
Our Team






Contact

Sales: +44 (0) 1483 869 070
Technical: +44 (0) 1483 869 069
Other Enquiries: +44 (0) 1483 869 100

UK Sales
sales@hawco.co.uk

Export Sales
export@hawco.co.uk






Opening Hours

Monday: 08:40 - 17:00
Tuesday: 08:40 - 17:00
Wednesday: 08:40 - 17:00
Thursday: 08:40 - 17:00
Friday: 08:40 - 16:10
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Sign up to our newsletter

E-mail address

Subscribe










Whatever you need, we're here to help

Want to discuss a project? Got a technical issue? Need a quote or more information about one of our products?

Get in touch
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